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Introduction
Royal Champion is vir tual horse racing simulat ion. 
Each race includes six different horses with different jockeys. 
Player can place mult iple bet on each race and can either choose single 
bet  for  a horse to win or quinel la bet  which is bet t ing on the f i rst  and 
second place horses in either order.
Press single or quinel la on the bett ing terminal to place your bets. 
The game takes place over four stages: Bet select ion, placing a bet on 
horse selected, race animation and result  display.
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Bet Types
S i n g l e  b e t  p a y s  i f  y o u r  c h o s e n  h o r s e  c r o s s e d  t h e  f i n i s h  l i n e  f i r s t 
(Minimum bet should be at least 10 points)
Quinel l la  bet  pays i f  the two horses selected by the player f in ish f i rs t 
and second in either order.

Special Option
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Bet Types Special Option
QUINELLA WHEEL:

WIN BET and 1/2 WIN BET:

Player can place multiple combination bet by using the quinella wheel. 
For example, player can place all combination bet related to Horse No. 3 by 
pressing No. 3 on the quinella wheel. 
Then al l  bets related to horse No. 3 (3, 3-1, 3-2, 3-4, 3-5, 3-6) wi l l  be 
selected automatically.

The points won during the last race will appear in the WIN BET window while 
½ of the points in the ½ WIN BET window. 
Player can then place a single bet by pressing WIN BET or ½ WIN BET. 
These functions can only be placed once and can’t be used in a quinella bet.
The points won during the last race will appear in the WIN BET window while 
½ of the points in the ½ WIN BET window. 
Player can then place a single bet by pressing WIN BET or ½ WIN BET. 
These functions can only be placed once and can’t be used in a quinella bet.
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Game Bonus
GAME BONUS gives an addit ional reward on al l  bet.  
It appears randomly once the race starts. The game wil l  give multiple 2~5 
to al l  pay table. Once player had win the game player wins 2~5 mult iple 
pays.
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Game Bonus System Setup

ERROR MESSAGE REMOVAL

Please remove the advised messages by fol lowing direct ion:

◎ B e f o r e  p r e s s i n g  K E Y O U T  b u t t o n  t o  c l e a r  t h e  e r r o r  m e s s a g e , p l e a s e  
    remember to record the original credit  f i rst.

Messages Way to Remove the Message

PLEASE PRESS KEYOUT BUTTON TO CLEAR THE 
ERROR MESSAGE.

PLEASE PRESS KEYOUT BUTTON TO CLEAR THE 
ERROR MESSAGE.

PLEASE PRESS KEYOUT BUTTON TO CLEAR THE 
ERROR MESSAGE.

PLEASE PRESS EMPLOYEES MENU BUTTON TO 
CLEAR THE ERROR MESSAGE.

PLEASE CHECK THE NETWORK LINE.

HOPPER
EMPTY

LOST LINK

UNPLUG NETWORK

CREDIT LIMIT

TICKET EMPTY

◎Please do the calibration when the machine f irst t ime power on or when change  
     screen.
◎Press the OPERATOR MENU button for f ive seconds to go into the touch screen    
     adjustment.

Doing the calibration please touch the screen note on four corner of the screen.

TOUCH SCREEN CALIBRATION
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System Setup

Press [OPERATOR] button to enter Operator menu,and enter a password.
Incorrect password for three times constantly will reboot the game.

OPERATOR MENU

1.OPERATOR MAIN BOOKKEEPING
2.IN/OUT SETUP
3.FUNCTION SETUP
4.PASSWORD SETUP
5.SYSTEM EVENT RECORD
6.CLEAR ALL EVENT & STATISTICS
7.RELOAD DEFAULT
8.IN/OUT METER ADJUSTMENT

【EXIT】: EXIT 【▲】: MOVE UP 【▼】: MOVE DOWN  【ENTER】: ENTER

OPERATOR MENU

07



System Setup

COIN
 
PAY OUT
 
KEY IN
 
KEY OUT
 
BILL
 
BILL INHIBIT
 
HOPPER TIMEOUT 
 
HOPPER MAX PAYOUT 
 
PAY OUT OPTION

 
1.OPERATOR MAIN BOOKKEEPING

2.IN / OUT SETUP

【EXIT】: EXIT 【+】: + 【-】: - 【▲】: MOVE UP 【▼】: MOVE DOWN 
【ENTER】: ENTER 

 【EXIT】: EXIT 【CLEAR THE STATISTICS】:CLEAR THE STATISTICSE

TOTAL IN
TOTAL OUT
PROFIT
PAYOUT RATE
GAME TIMES
TOTAL BET
TOTAL WIN
WINNING RATE

     PERIOD AMOUNT                     ALL AMOUNT 

 /    /    /    :     to    /    /    /    :  

Operator Menu

1、2、5、10、20、50、100、200、500、1000

1、2、5、10、20、50、100、200、500、1000

1、10、50、100、200、500、1000、2000、5000、10000

1、10、50、100、200、500、1000、2000、5000、10000

1、10、50、100、200、500、1000、2000、5000、10000

1、3、5、10

50、70、100、200、500、1000

General、Printer、Disable

HI、LOW
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CHANGE OPERATOR PASSWORD
CHANGE EMPLOYEE PASSWORD
DEFAULT OPERATOR PASSWORD:1111
DEFAULT EMPLOYEE PASSWORD:1212

4.PASSWORD SETUP

Operator Menu

【EXIT】: EXIT 【+】: + 【-】: - 【▲】: MOVE UP 【▼】: MOVE DOWN 
【ENTER】: ENTER  【    】: MOVE LEFT 【    】: MOVE RIGHT 

【EXIT】: EXIT 【▲】: MOVE UP 【▼】: MOVE DOWN  【ENTER】: ENTER

WIN BET

WIN BET LIMIT

GAME RATE

CREDIT LIMIT

BET TABLE MODEL

ROUND TIME

PLAYER VOLUME SETTING

TIME SETUP

 

3.FUNCTION SETUP
SINGLE

QUINELLA MAX BET

QUINELLA MINIMUN BET

SINGLE MINIMUN BET
100、150、200、300、400、500、999

OFF、10、25、50、100

OFF、10、25、50、100

500、1000、2000、3000、4000、5000、6000、7000、8000、9000、9999

50000、100000、200000、300000、500000、600000、800000、999999

15、30、45、60、90、90、99

2010~2100 / 01~12 / 01~31 / 00:00~24:00

ON、OFF

X1、X5、X10、X1、X10、X100

96%、96.5%、97%、97.5%、98%、98.5%、99%、99.5%、100%

ON、OFF

100、150、200、300、400、500、999
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7.RELOAD DEFAULT

8.IN/OUT METER 

6.CLEAR ALL EVENT & STATISTICS

NET WORK CABLE UNPLUGGED ERROR                     
IP  CONFLICT

IF YOU WANT TO RELOAD THE DEFAULT ,PLEASE PRESS         
FOR 5 SECONDS.

TOTAL IN METER ADJUSTMENT

TOTAL OUT METER ADJUSTMENT

COIN IN METER ADJUSTMENT

PAY OUT METER ADJUSTMENT

KEY IN METER ADJUSTMENT

KEY OUT METER ADJUSTMENT

BILL IN METER ADJUSTMENT

IF YOU WANT TO CLEAR ALL EVENT & STATISTICS ,PLEASE PRESS            

                      FOR 5 SECONDS.

Attention !  All Setup Funtion Will Be Reset !!

【EXIT】：EXIT

【EXIT】：EXIT

Operator Menu

5.SYSTEM EVENT RECORD

【EXIT】: EXIT 【+】: + 【-】: - 【▲】: MOVE UP 【▼】: MOVE DOWN 
【ENTER】: ENTER  

【EXIT】: EXIT 【    】: MOVE LEFT 【    】: MOVE RIGHT 

1:1、5、10、20、50、100、200、500、1000

1:1、5、10、20、50、100、200、500、1000

1:1、5、10、20、50、100、200、500、1000

1:1、5、10、20、50、100、200、500、1000

1:1、5、10、20、50、100、200、500、1000

1:1、5、10、20、50、100、200、500、1000

1:1、5、10、20、50、100、200、500、1000
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Employees Menu

 ▲  (MOVE UP)   ▼  (MOVE DOWN)   ENTER (ENTER)   EXIT (EXIT)

 ▲  (MOVE UP)   ▼  (MOVE DOWN)    EXIT (EXIT)

CLEAR THE STATISTICS  (CLEAR THE STATISTICS) 
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Employees Menu Employees Menu

LAST PAGE (LAST PAGE)   NEXT PAGE (NEXT PAGE)    EXIT (EXIT) 

LAST PAGE (LAST PAGE)   NEXT PAGE (NEXT PAGE)    EXIT (EXIT) 
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Employees Menu

LAST PAGE (LAST PAGE)   NEXT PAGE (NEXT PAGE)    EXIT (EXIT) 

LAST PAGE (LAST PAGE)   NEXT PAGE (NEXT PAGE)    EXIT (EXIT) 
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Employees Menu

 

Employees Menu

 ▲  (MOVE UP)   ▼  (MOVE DOWN)   ENTER (ENTER)   EXIT (EXIT)

 ▲  (MOVE UP)   ▼  (MOVE DOWN)   ENTER (ENTER)   EXIT (EXIT)
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Employees Menu

 ▲  (MOVE UP)   ▼  (MOVE DOWN)   ENTER (ENTER)   EXIT (EXIT)

 ▲  (MOVE UP)   ▼  (MOVE DOWN)   ENTER (ENTER)   EXIT  (EXIT)
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Employees Menu Sub Board  Maximum  Link  8 Pieces

(Not attach)

16



Multiplayer Dipswitch Wiring Diagram-Main Board
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Multiplayer Dipswitch

Audio Output CON13 Ati Power Connector CON4 Output Por CON11 Input Port CON10

CON13 PIN CON4 PIN CON11 PIN CON11 PIN

Non use Non use1 

2 

3 

4 

5 

6

1 

2 

3 

4 

5 

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

AUDIO R﹣ 

 

 AUDIO L﹣ 

AUDIO R﹢ 

 

 AUDIO  L﹢

 

 

 GND 

 

 

+5V

+12V

 GND

+5V

Diagram Diagram Diagram Diagram

24 23 22 21 20 19 18 17 16 15 14 13  22 21 20 19 18 17 16 15 14 13 1220 19 18 17 16 15 14 13 12 11
12 11 10  11 10 10 9  8  7  6  5  4  3  2  1   9  8  7  6  5  4  3  2  1   9  8  7  6  5  4  3  2  1    3  2  1   

 6  5  4   

Wiring Diagram-Main Board
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Wiring Diagram-Sub Board

COMPONENT SIDE
GND

AUDIO AOUT L
AUDIO AOUT R

FULL COIN SENSOR

PRINTER TICKETOUT
PRINTER ERROR

FRONT DOOR SW
COIN-IN

ACCOUNT SW
PAY OUT SW

KEY-IN METER
BILL-IN METER
COIN-IN METER
PAYOUT METER
KEY-OUT METER

 

PAYOUT LAMP

HOPPER SSR
NC

GND

SOLDER SIDE
GND

AUDIO GND
AUDIO GND

KEY IN SW
BILL ACCEPTER

SETUP SW 
KEY-OUT SW 
HOPPER SW 
BILL INHIBIT

FULL COIN SW 
ERROR LAMP

TOTAL-OUT METER
TOTAL-IN METER

 PRINTER PAYOUT

NC
GND

36PIN
1
2
3
4
5
6
7
8
9

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28
29
30
31
32
33
34
35
36

Wiring Diagram-Sub Board
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COMPONENT SIDE
GND
GND
+5V
+5V

+12V
NC
NC
NC

GND
GND

10PIN
1
2
3
4
5
6
7
8
9
10

SOLDER SIDE
GND
GND
+5V
+5V
+12V
NC
NC
NC

GND
GND

Wiring Diagram-Sub Board
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PCB Connector Pin Diagram

V
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le

Input Port
Output Port
Ati  Power Connector
Audio Output

RS232 Connector

RJ-45 Network Connector

PCB Connector Pin Diagram

Main Board :

Video Connector 1

Video Connector 2

Video Connector 3

Video Connector 4

Video Connector 5

Video Connector 6

Video Connector 7

Video Connector 8
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Volume adjustment72 Pin I/O Connector

2
0

 P
in

 P
o

w
e

r C
o

n
n

e
cto

r  

Power Connector 
 for Touch Screen     

Bottom:RS232 Connector
Top:Connector for Touch Screen     

RJ-45 Network Connector

PCB Connector Pin Diagram

Sub Board :

PCB Connector Pin Diagram
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